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REMOVE EXISTING PUSHBUTTON, SIGN AND PEDESTRIAN SIGNAL HEAD.
(R10-4(1)MOD “PUSH BUTTON TO CROSS KENHILL DRIVE.”) AND ACCESSIBLE PEDESTRIAN PUSHBUTTON ON EXISTING PEDESTAL POLE.
FOR PROPOSED UNDERGROUND TELEPHONE SERVICE.
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CONSTRUCTION DETAILS

INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION., LEO COUNTDOWN PEDESTRIAN SIGNAL HEAD. ACCESSIBLE PUSHBUTTON

AND ‘R10-4(1)MOD SIGN TO READ “PUSH BUTTON TO CROSS COLLINGTON ROAD” (NOTE: 1-3 INCH PVC 90 DEGREE BEND).
INSTALL 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION., LED COUNTDOWN PEDESTRIAN SIGNAL HEAD.,
AND R10-4(1)MOD SIGN TO READ “PUSH BUTTON TO CROSS KENHILL DRIVE” (NOTE: 1-3 INCH PVC 90 DEGREE BEND).
REMOVE EXISTING SIGN AND INSTALL NEW SIGN ON EXISTING WOOD SIGN SUPPORT.

INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED) -
CAP AND MARK CONDUIT» AND LEAVE A 1 FT. STUB WITH PULL STRING AT UTILITY POLE FOR USE BY OTHERS.
THE CONTRACTOR SHALL REMOVE AND REPLACE ASPHALT TGO THE ORIGINAL LAYOUT WHERE NEEDED.
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NOTE :
PHASES ASSOCIATED BY A DASHED LINE WILL/MAY OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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F. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED). CONTRACTOR SHALL REMOVE AND REPLACE ASPHALT TO |
THE ORIGINAL LAYOUT WHERE NEEDED. | | ' , :
G. REMOVE EXISTING PAVEMENT MARKINGS.
R, INSTALL 12 IN. WHITE LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS FOR CROSSWALK..
J. INSTALL ONE 2 IN. 90 DEGREE CONDUIT BEND IN EXISTING BASE MOUNTED CABINET. -
K. USE EXISTING HANDHOLE. |
L. USE EXISTING CONDUIT.
M. USE EXISTING SPAN WIRE.
N. USE EXISTING STRAIN POLE..
0. REMOVE EXISTING PUSHBUTTON. SIGN AND PEDESTRIAN SIGNAL HEAD. FILL VOIDS WITH APPROVED MATERIAL.
P. REMOVE OVERHEAD SIGN. |
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